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OfflSRWISE, ELECTRICAL OUTLETS ARE CONNECTED TO 
SXGNATED AT THE BHD OF EACH CELL. 


REMOVING LIGHTING AND /OR RECEPTACLE OUTLETS; SPLICES 
AKS/OS £SGCF^EetA€rel3 IS THE UKSEr|1.GGS StsSwi 5SALL ii HAI* iH THE HEADER 
DUCT ONLY. CONTRACTOR SMALL INSTALL TWO VIRES WtOM EACH REClfTACLE OR 
LIGHTING FIXTURE BOX ASSEMBLY TO THE HEADER DUCT. ALL UWISED WIRING 

THE REMOVED OUTLETS AND HEADER DUCT IS TO BE REMOVED BY THE CONTRACTOR. 


3* ALL CONDUITS TO 
•I A MHtfiOM OF 


HAVE A MINIMUS OF 2 #12 WIRES (UL STANDARD #83), AND SHALL 
3/4" UNLESS OTHERWISE NOTED. 


4- ALL 


PLATES 


WALL OUTLETS SHALL BE BRUSH SATIN FINISH , ANODIZED 


S FOX TELEPHONE OUTLETS * rtm*t* * m 


tun m 


5- ALL 


TO BE IROHED TO THE 


THAT ARE BEING REMOVED AND HOT 
ENGINEER. 


7- TH E 

sum 1 £iwm*±u ami* ih^tau 

NaT 1I07IN) IS tlBCfdiC 
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8- AC UNIT 5 HALL BE 

OR NOT SUCH ITEMS ARB 


COMPLETE \NITH ALL ACCfiSWlES WHETHER 
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| .01 General 



2, All 
manu 



notes of the 



4. All Wiri 
proper o 

5. All yires and 




the fire department of the 


and as required for 


Board of 


6. Additional or 



1.02 shop Drawings 


1, Prior Co 

Jiai&rams and 


ire and submit 



to be fomiBh&d. 


( .03 System Operation 


1. The circuit shall he arranged so that any grounds or shorts in any wiring 
will cause a 

2. The detection 
computer and 

3. when a detector operates the following shall occur: 

a) The alarm and zone indication lights shall operated at the control panel 


system protected area shall consist of the 
processing room* 


c) The associate room fans anfi air 


2- 


d) mt ELEcrmcftL 

1 Products 
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conditioning units shall shut down 

AND JESmHAL OMITS 5UALL 8£ DEACTIVATED* 


1. The smoke detection system shall he "System 3 n 

No substitutions will be allowed for the Pyrotronics equipment specified 

herein = 


2* The control pe^nel shall be model CP- 

3. The smoke detector shall be modtl 01-4* 

4. The supplementary relay shaft be* model 5R-3Q. 

$. A sealed gelled electrolyte type battery shall he provided f&r sf**^&u poy*er 
<ud mamtaMed osutg model BC-ZO battery charger/ trm,fi§ftr nvditte* 

2.02 Wiring 

f. All wires and cables shall be mu 1 t iconduc tor type Teflon insulated with 
Teflon jacket * Cable shall be marked "Fire Alarm Service" at regular 
intervals throughout its length and approved for use in Class "E® fire alarm 
systems. Hiring in hung ceiling can be installed without conduit. In ail 
other areas firing ^sh&ll be installed in conduit. 


1. Install the smoke detection 
as specified herein. 


system in accordance with contract drawings and 


such items 

3.02 Field Tests 

1 . After instal 
be conducted 

performed. 


s complete with boxes s etc * f 
or 
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# system performance tests, incl 

^a qualified person certified by Pyrotronics and'se^iceman 
" 3w s " ax * »* v «s * certification card at the ti^ the test is 


2* T*)£ contractor shall have tha rv«- M ^^ 
approy/a.1 . 


sub^xtted to the architect for 


3. The test shall be witnessed by the architect and shall continue until his 
satisfaction. 
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